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Water Mains
HP High Performance Polyethylene

AC Asbestos Cement

PRC Pre-Stressed Concrete

RC Reinforced Concrete

GRC Glass Reinforced Concrete

GRP Glass Reinforced Plastic

PVC Polyvinylchloride Unplasticised

GA Galvanised Steel

MP Medium Density Polyethylene

LP Low Density Polyethylene

DI Ductile Iron

SI Spun Iron

GI Grey Iron

CI Cast Iron

CO Concrete

PE Polyethylene

PB Lead

ST Steel

OTH Other

U Unknown

Rising Mains
CO Concrete

PE Polyethylene

PB Lead

ST Steel

OTH Other

U Unknown

PVC Polyvinylchloride Unplasticised

GA Galvanised Steel

MP Medium Density Polyethylene

LP Low Density Polyethylene

DI Ductile Iron

SI Spun Iron

GI Grey Iron

CI Cast Iron

Gravity Sewers
VC Vitrified Clay

AC Asbestos Cement

CS Concrete Section

PC Porous Concrete

PRC Pre-Stressed Concrete

RC Reinforced Concrete

GRC Glass Reinforced Concrete

GRP Glass Reinforced Plastic

RPM Reinforced Plastic Matrix

PVC Polyvinylchloride Unplasticised

PP Polypropylene

MP Medium Density Polyethylene

MAC Masonry-Coursed

PF Pitch Fibre

PSC Plastic Steel Composite

CW Clayware

CO Concrete

BK Brick

CI Cast Iron

SI Spun Iron

DI Ductile Iron

GI Grey Iron

CB Concrete Box

PE Polyethylene

OTH Other

U Unknown
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